Evinox
Energy Cold Water Meters

SJ-SDC(D3) - Single-jet Super Dry Cold Water Meter

It is a single-jet Super dry water meter for
residential application in sizes 1T5mm and 40mm
for cold meter.

Features
+ Magnetic drive, lower transmission resistance

+ Magnetic shield, for external magnetic field
protection

+ Sealed dry dial register ensures clear reading

+ Register can rotate more than 360° for easily
reading in any position
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+ ISO 4064 Class B for horizontal Installation

Working Conditions

+ Water temperature: < 40°C

+ Water pressure: < 1.6 MPa

Dimension Picture Technical Characteristics

Dimensions and Weigts

x Nominal diameter DN | 13 20 25 32 40
o © . Body thread D G3/4B G1B G15B G13B G2B
Connector thread d R1/2 R3/4 R1 R1% R1}
Body length mm | L 80/110 130 160 160 200
Overall length mm | L1 174/204 234 280 284 331
Width mm [ W | 80 80 80 110 110
Meter height mm |H | 88 88 96 123 123
Working height mm | H1 143 143 151 178 178
Weight without connectors  Kg 0.5/0.6 0.7 1.05 21 2.43
DN15~DN25 Weight with connectors Kg 0.68/0.78 0.98 1.57 2.89 3.47
\
\ A 1. “L1"is the total length when coupling gaskets without compression.
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VS 2. The weight for reference.
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4 I Main Technical Data
o° o T Nominal diameter DN 13 20 25 32 40
T ) %
- — Maximum flow rate m3/h | Qmax 3.0 5.0 7.0 12.0 20.0
Nominal flow rate m*/h | Qn 1.5 2.5 3.5 6.0 10.0
= —>
Transition flow rate I/h Qt 120 200 280 480 800
-] — Minimum flow rate I/h Qmin 30 50 70 120 200
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LL1 Description of the Register
Nominal diameter DN13/20/25/32/40
DN32~DN40 Number of black numbered roller 5
Number of red numbered roller 3
ACCUI"aCY Curve Number of red pointer 1
Maximum reading m? 99999.9999
DN13/DN20 - DN25  DN32/DN40 Minimum reading m? 0.0001

+5 4 \ Minimum graduation L 0.05
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Error (%)

In the lower zone from Qmin inclusive up to but excluding Qtis 5% .

/ S ——— Maximum Permissible Error

In the upper zone from Quinclusive up to and including Qmax is = 2%.

Flow (m%h)
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Cold Water Meters

Pulse Output

The meters are supplied pre-fitted with pulse output as standard.

Pulse Output Display

e The pulse output device consists of a plastic housing with Reed Switch, and 1.5m cable with
2 cores in Red and Black.
e Electrical Data: Vmax=24AC/DC, Imax=0.01A

Capacity of the Pulse output or Pulse output pre-equipped:

Dn15-Dn20-Dn25-Dn32-Dn40

10 Litres/Pulse
Pulse Output Capacity Or
100 Litres/Pulse
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